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Hot Tub Signage 911.B 911.B

B. Hot tubs and spas shall be posted with signs prohibiting the use of the hot tub 
or spa by children under five (5) years of age, advising women who are pregnant 
or possible pregnant of the potential danger to their fetus from exposure to the 
high temperature water in the spa or hot tub and recommending that they 
consult their physician should they wish further information on the use of hot 
tubs or spas.

B. Hot tubs and spas shall be posted with the following:
(1) Signage indicating: 
(a) Prohibition of the use of the hot tub or spa by children under five (5) years of age;
(b) Pregnant women or women who are possibly pregnant and people with heart disease, 
high blood pressure or other health problems should not use spa without prior consultation 
with a healthcare provider; 
(c) The use of narcotics, drugs, alcohol, or certain medications while using spa may lead to 
serious consequences and is not recommended;
(d) Do not use alone;
(e) Long exposure may result in hyperthermia, nausea, dizziness or fainting;
(f) The location of the emergency shut off switch.

Hours of Operation N/A 911.D N/A All bathing places shall post a sign at the pool entrance stating the hours of operation. 

Plan Review Form 
Submission 
Requirements

909.O 909.O

O. Construction Permit.
(1) General Requirement
a. A construction permit shall be obtained from the Department prior to 
construction or renovation of a public bathing place.
(2) Review of Plans and Fees for Bathing Places.
a. Plans must be submitted to the Allegheny County Health Department for 
approval prior to the issuance of a construction permit.  A plan review fee must 
be paid before plans will be reviewed and approved by the Director.  Plans shall 
be drawn to scale and include capacities for all pipes, pumps, pressure ratings, 
flow rates, filtration information, pool size, and disinfection.

O. Review of Plans and Fees for Bathing Places.
(1)  All major reconstruction, and new construction of public bathing places require the 
submission of form(s) for plan review and approval by the Department prior to the start of 
work. The plans must be reviewed in order to determine whether the work will fall under the 
definition of major reconstruction and thus requires plan review and approval.
(a)  If an applicant is uncertain whether a planned reconstruction is major, thus requiring an 
application for plan review and approval, the owner/operator of the bathing place may 
submit a request for clarification from the Department. The Department may request 
additional information to make this determination

Monitoring 
Combined Chlorine 
as Opposed to 
Total Chlorine ‐ 
Outdoor

919.A.2.a
918.A.2.
a

(a) Outdoor bathing places shall monitor the free disinfectant residual (when 
chlorine is used, the total chlorine must also be monitored) and pH prior to 
opening each day and at least once each two (2) hours the facility is open, except 
condominium and home owner association pools that do not employ lifeguards 
are permitted to monitor at opening, mid‐day and evening, (3 times and day).

(a) Outdoor bathing places shall monitor the free disinfectant residual (when chlorine is used, 
the combined chlorine must also be monitored) and pH prior to opening each day and at 
least once each two (2) hours the facility is open, except condominium and home owner 
association pools that do not employ lifeguards are permitted to monitor at opening, mid‐day
and evening, (3 times and day).

Monitoring 
Combined Chlorine 
as Opposed to 
Total Chlorine‐ 
Indoor

919.A.2.b
918.A.2.
b

(b) Indoor bathing places shall monitor the free disinfectant residual (when 
chlorine is used, the total chlorine must also be monitored) and pH once each six 
(6) hours the facility is open.

(b) Indoor bathing places shall monitor the free disinfectant residual (when chlorine is used, 
the combined chlorine must also be monitored) and pH once each six (6) hours the facility is 
open.

Monitoring 
Requirements for 
Secondary 
Disinfection

N/A
918.A.3.
a & b

N/A

(3) When secondary disinfection is utilized, the following monitoring schedules shall be 
followed:
UV and Ozone monitoring schedules can be found in Section 918.A.3 of the Article or at 
http://www.achd.net/housing/bathing.html   
ACHD has provided sample monitoring charts at that URL. 
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Monitoring 
Requirements for 
Automated 
Controllers

N/A 918.D. N/A

D. Automated Controller Monitoring. When an automated controller is utilized, the following 
monitoring procedures shall be followed: 
(1) Operation manuals or other instructions that give clear directions for cleaning and 
calibrating automated controller probes and sensors shall be provided in close proximity to 
the automated controller.
(2) Automated controllers shall be monitored in person by visual observation at the start of 
the operating day to ensure proper functioning.
(3) Probes shall be inspected for fouling or malfunction as often as is necessary to ensure 
proper functioning.

Electrical Safety 
Section

920.D 919.D
Electrical Safety: Language updated to incorporate required sections from the 
State Bathing Place Code. 

Electrical Safety: Language updated to incorporate required sections from the State Bathing 
Place Code. 

Placarding N/A 905.E N/A

E. Placarding
(1) When a bathing place fails to meet the requirements of this Article, and upon inspection 
has significant violations remaining or recurring, the Director is authorized to post the 
"Consumer Alert" placard on the bathing place.
(2)   If the Director finds at any time that conditions warrant or there is an imminent danger 
to the public health, they shall suspend the health permit and post the bathing place with a 
placard with reads "Closed by Order of the Allegheny County Health Department".
(3)  Placards shall be posted on all patron entrance doors and gates to the bathing place so as 
to be clearly conspicuous to persons entering the facility.  Placards shall not be concealed or 
removed.  
(4)  Placards may only be removed after all critical violations have been corrected to the 
satisfaction of the Department.  Owner/operators of a placarded bathing place may only 
remove the placard at the direction of the Department. 

Ce
rt
ifi
ca
te
s,
 P
er
m
its

 a
nd

 P
os
tin

gs

2 of  7

*This document does not include all of the changes made to Article IX. It is solely meant as a reference.



Chart of Major Changes to Article IX Effective April 21, 2018

Short name for 
Change

Previous 
Section

Updated 
Section  Previous Language Updated Language

6 months to 
comply

Lifeguard to Square 
Foot Ratio

912.B.1‐4
912.B.1‐
4

B. Each owner and operator of a bathing place and bathing beach shall develop 
and maintain on site a written plan detailing the number of lifeguard(s) to be 
present at waterside whenever one or more bathers or swimmers are using the 
bathing place and bathing beach.  Such plan is based on the surface area of the 
pool and bather load and shall meet the following minimum criteria:
(1) 6000 square feet or less:  One (1) lifeguard for the first 50 bathers and one(1) 
additional lifeguard for the next 50 bathers.  Thereafter a minimum of three (3) 
lifeguards for 101 bathers or more.
(2) 6001 to 13,500 square feet:  Two (2) lifeguards for the first 50 bathers and 
one (1) additional lifeguard for the next 50 bathers or part thereof.  One (1) 
additional lifeguard for each additional 150 bathers or part thereof to a 
maximum of 400 bathers.  Thereafter a minimum of six (6) lifeguards for 401 
bathers or more.
(3) 13,501 to 50,000 square feet:  Four (4) lifeguards for the first 100 bathers and 
one (1) additional lifeguard for each 150 bathers or part thereof to a maximum 
of 850 bathers.  Thereafter, a minimum of ten (10) lifeguards for 851 bathers or 
more.
          or
Four (4) lifeguards for the first 8000 square feet of surface area and one (1) 
additional lifeguard for every additional 3600 square feet of surface area or part 
thereof.
(4) 50,001 square feet or more:  Five (5) lifeguards for the first 10,000 square 
feet and one (1) additional lifeguard for each additional for each additional 
12,000 square feet of surface area.

B. Each owner and operator of a bathing place and bathing beach shall develop and maintain 
on site a written plan detailing the number of lifeguard(s) to be present at waterside 
whenever one or more bathers or swimmers are using the bathing place and bathing beach.  
Such plan is based on the surface area of the pool and bather load and shall meet the 
following minimum criteria:
(1) 4000 square feet or less:  One (1) lifeguard for the first 50 bathers and one (1) additional 
lifeguard for the next 50 bathers.  Thereafter a minimum of three (3) lifeguards for 101 
bathers or more. At no time may there be less than two certified lifeguards present and 
available to aid bathers when the bathing place is open and operational.
(2) 4,001 to 8,000 square feet:  Two (2) lifeguards for the first 50 bathers and one (1) 
additional lifeguard for the next 50 bathers or part thereof.  One (1) additional lifeguard for 
each additional 150 bathers or part thereof to a maximum of 400 bathers.  Thereafter a 
minimum of six (6) lifeguards for 401 bathers or more.
(3) 8,001 to 12,000 square feet:  Three (3) lifeguards for the first 50 bathers and one (1) 
additional lifeguard for the next 50 bathers or part thereof.  One (1) additional lifeguard for 
each additional 150 bathers or part thereof to a maximum of 400 bathers.  Thereafter a 
minimum of seven (7) lifeguards for 401 bathers or more.
(4) 12,001 square feet or more:  Four (4) lifeguards for 12,001‐16,000 square feet and (1) 
additional lifeguard for each additional 4,000 square feet of surface area, or fraction thereof. 
The minimum number of lifeguards required by square footage is required for the first 100 
bathers and one (1) additional lifeguard for each 150 bathers or part thereof.  Thereafter, a 
minimum of ten (10) lifeguards for 851 bathers or more. 

Requirement for 
Additional 
Lifeguards when 
Identified to be 
Needed

N/A 912.B.5 N/A

Under circumstances when the ability of a certified lifeguard to survey 4,000 square feet of 
water surface area is impaired, such as when the size or shape, or both, of the recreational 
swimming establishment prevents the certified lifeguard from monitoring the assigned area 
from a designated location, the Department may require additional certified lifeguards to 
assure the safety of the bathers.

Guarding Wading 
Pools and 
Additional Signage

N/A 912.B.6 N/A

(6) When a wading pool is physically contained within a facility with other bathing places 
required to have certified lifeguards, and the wading pool is not separated from the main 
pool by a barrier of any kind, the certified lifeguard must have an unobstructed view of the 
entire wading pool from a certified lifeguard’s assigned station. If the certified lifeguard does 
not have an unobstructed view, an additional certified lifeguard shall be on duty to guard only
the wading pool. The following requirements apply at facilities with a wading pool that do not 
have to have a dedicated lifeguard pursuant to Section.912.B.(7):
(a) The facility shall ensure that all children in the wading pool are supervised by a 
responsible parent and/or caregiver at all times. The procedure for how the facility intends to 
ensure parent/caregiver supervision must be included within the Facility Safety Plan. 
(b) The facility shall post signage stating that children in the wading pool must be supervised 
at all times by a responsible parent/caregiver.
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Removal of Water 
Safety Instructor 
Allowance

912.D.1 N/A
Previously allowed an individual trained as a Water Safety Instructor in a school 
setting as opposed to one trained in Lifeguarding Skills.

An individual with the same lifeguard training required under 912.C is now required at 
schools; Water Safety Instructor is no longer an acceptable certification. 

Lifeguard 
Exemptions

912.E
912.E.1‐
3

E. Bathing places owned and operated by a condominium association or a 
residential unit owners association, as defined by the PA Uniform Condominium 
Act, for the exclusive use of residents and their guests, wading pools and spray 
pools are exempt from the requirements of this Section 912‐C will apply to 
condominium and residential owners unit associations if they provide individuals 
at pool side identified as “lifeguards”.

E.     Exemptions
(1) Bathing places owned and operated by a condominium association or a residential unit 
owner’s association, for the exclusive use of residents and their guests, are exempt from the 
requirements of this Section.
(2) Hot tubs and spas are exempt from the requirements of this Section.
(3) An apartment, hotel, or motel may be exempt from the requirements of this Section if all 
of the following conditions are met: 
(a) The bathing place must not be deeper than five feet at any point. Facilities constructed 
prior to the effective date of this Article are exempt from the requirements of Section 
912.E.3.a;
(b) Bathing place must not allow for unsupervised children under the age of 14 years;
(c) Bathing place must have a configuration so that any point on the water's surface does not 
exceed 30 feet from the nearest deck;
(d) The bathing place must not have an induced current or wave action, including but not 
limited to wave pools and lazy rivers;
(e) The bathing place must not have a waterslide;
(f) The bathing place must not have any location at which bathers enter the water from any 
height above the deck including but not limited to diving boards, drop slides, starting 
platforms, starting blocks, and/or climbing walls.

Public Use 
Requires Lifeguards 
at Exempt Facilities

N/A
912.E.4‐
5

N/A

(4) When a hotel, motel, or apartment that is normally exempted from the requirement to 
maintain a lifeguard holds an event that allows use of the bathing place by the public (non‐
guests/residents), or charges a fee for admission, a qualified lifeguard must be provided in 
accordance with Sections 912 A‐D.
(5) When a school pool is opened to non‐student bathers and the use does not fall under 
section 912.D, a qualified lifeguard must be provided. 

Ability to Reduce 
Water Surface 
Area to Require 
Fewer Lifeguards

N/A 912.E.6 N/A

(6) The operator may reduce the water surface area by closing portions of the swimming area 
with a rope and float line, provided that the operator maintains adequate notification and 
supervision to prevent patrons from entering the closed portions of the swimming area. For 
the purposes of this section, ‘‘adequate’’ means sufficient to accomplish the task, but it does 
not require any additional certified lifeguards above the minimum number established in this 
section.
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Additional Signage 
Requirements for 
Facilities Exempt 
from Lifeguard 
Requirement

N/A 912.F.1 N/A

F. All facilities exempt from the requirement to provide certified lifeguard(s) must do the 
following: 
(1)  Post the following additional signage in a conspicuous location at all times:
(a) Cardiopulmonary Resuscitation (CPR) posters that are up‐to‐date with the latest CPR 
programs and protocols;
(b) Signage indicating a telephone number to report problems to the owner/operator; 
(c) Signage stating that a qualified lifeguard is not on duty;
(d) Signage stating that persons under the age of 14 cannot be in the facility without direct 
adult supervision, meaning children shall be in adult view at all times;
(e) Signage stating where in the facility the First Aid Kit can be found;
(f) Signage stating where in the facility the Automated External Defibrillator (AED) can be 
found.

Number of 
Lifeguards that 
Require a Lifeguard 
Supervisor

912.I 912.G
I. Public bathing places which require more than one lifeguard on duty while 
operating must insure that a lifeguard supervisor or some other person identified
by the pool manager/owner/operator provide the following: ….

G. Public bathing places which require three or more lifeguards on duty while operating must 
insure that a lifeguard supervisor or some other person identified by the pool 
manager/owner/operator provide the following: …

Safety Float Line N/A 919.C.7 N/A

(7) One (1) foot to the shallow water side of the break in floor slope and contrasting band, a 
safety float rope shall extend across the pool surface. Bathing places with a constant slope 
throughout, wave pools, and waterslide landing pools are exempt from the requirements of 
this Subsection 919.C(7). Bathing places will also be exempt from the requirements of this 
Subsection 919.C(7) at times when the pool is configured for lap swimming.  The effective 
date for this Subsection 919.C(7) shall be six (6) months from the Effective Date of this Article

X
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Safety Equipment 
Required at 
Facilities Exempt 
from Lifeguard 
Requirement

920.A 912.F.2

A. Lifesaving equipment:  (The following sections shall apply to all bathing places. 
However, condominium associations and residential unit owners associations 
need only comply with Sections (1), (2), (3) First Aid Kit only, and (4) of Section 
920 A.

2. Provide the following safety equipment in lieu of the safety equipment requirements of 
section 919.A.1‐6. 
(a) One (1) or more reaching devices of at least ten (10) feet in length.  These devices may 
include, but are not limited to, poles, shepherd crooks, and any reasonable means to extend 
the person’s reach.  These devices shall be placed adjacent to the pool so as to be readily 
available.
(b) One (1) or more throwing buoys, not more than twenty‐four (24) inches in diameter.  
These devices must have at least thirty (30) feet of 3/16‐inch line attached.  These devices 
must be placed adjacent to the pool and be readily accessible.
(c) A first aid kit containing the items in Appendix A, excluding the bloodborne pathogen spill 
kit, filled and readily accessible for emergency use.  
(d) An operable hardwired telephone with a list of emergency telephone numbers to be 
maintained within the public bathing place enclosure. Phone must be located so as to be 
accessible to patrons.  Cord must be short enough so that the phone's handset cannot reach 
the water's edge.  If phone cannot be located within the bathing place enclosure, it must be 
within close proximity to the bathing place enclosure, and a sign will be provided to describe 
the location of the hardwired telephone. The requirements of this Subparagraph 909.F(2)(d) 
shall become effective six (6) months from the Effective Date of this Article.  
(e) Provide a functional AED that is accessible to patrons.  The requirements of this 
Subparagraph 909.F(2)(e) shall become effective six (6) months from the Effective Date of 
this Article.

X
‐Hardwired 
Telephone

‐AED

Hardwired 
Telephone

920.A.4 919.A.4
(4) An operable telephone with a list of emergency telephone numbers shall be 
maintained at each facility.  Such telephone need not be located so as to be 
available at all times to patrons.

(4) An operable hardwired telephone with a list of emergency telephone numbers shall be 
maintained at each facility.   X

Facility Safety Plan N/A 919.H N/A

H. Facility Safety Plan
All public bathing places must have a Facility Safety Plan established within six (6) months of 
the Effective Date of this Article. A copy of the Facility Safety Plan must be kept on the facility 
premises in a location that is easily accessible to all staff.
(1) The facility safety plan, at a minimum, shall include procedures, requirements and/or 
standards for all of the following: 
(a) Pre‐ and in‐service employee safety training 
(b) Emergency communications
(c) Emergency closure guidelines
(d) Emergency Action Plan (EAP) that details the levels of response to specific aquatic 
emergencies, identifying the responder, their tasks, and equipment that is part of their 
task/response.
(2) A copy of the Facility Safety Plan must be kept on the facility premises in a location that is 
easily accessible to all staff. 
(3) All facility staff shall receive training on the Facility Safety Plan upon hiring and then 
annually thereafter.

X
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Chart of Major Changes to Article IX Effective April 21, 2018

Short name for 
Change

Previous 
Section

Updated 
Section  Previous Language Updated Language

6 months to 
comply

Combined Chlorine 
in Hot Tubs/Spas

918.B.1 917.B.1

Where chlorine gas, calcium hypochlorite, sodium hypochlorite, or lithium 
hypochlorite is used for disinfection, the free chlorine residual in the water in all 
parts of the facility shall be not less than 1.0 ppm (mg/l) nor more than 5.0 ppm. 
The ideal range for free chlorine is 2.0 to 4.0 ppm.   Combined chlorine shall not 
exceed 0.5 ppm.  

Where chlorine gas, calcium hypochlorite, sodium hypochlorite, or lithium hypochlorite is 
used for disinfection, the free chlorine residual in the water of the hot tub or spa shall be not 
less than 2.0 ppm (mg/l) nor more than 10.0 ppm. The ideal range of free chlorine is 3.0 to 
5.0 ppm.   Combined chlorine shall not exceed 0.2 ppm.

Automated 
Controllers

N/A 917.C N/A

C. Automated Controllers
(1) All newly constructed bathing places or bathing places undergoing major reconstruction 
shall install automated controllers for monitoring and turning on or off chemical feeders used 
for pH and disinfectants. Automated controllers do not negate the requirements of Section 
918 for poolside sampling to be performed. 

Secondary 
Disinfection

N/A 917.D N/A

D. Secondary Disinfection
(1) The following types of bathing places shall be required to install and use a secondary 
disinfection system listed and labeled to NSF/ANSI 50: 
a) Wading Pools: For new construction or major reconstruction.
b) Recirculating Spray Pads: All existing and newly constructed facilities.  For existing 
recirculating spray pads, the effective date of this Subsection 917.D(1)(b) shall be six (6) 
months from the Effective Date of this Article.  
c) Any other bathing place intended mainly for the use of children 5 and under: For new 
construction or major reconstruction. 

X

Titration Test Kits 919.E 918.F
E. All disinfectant monitoring shall be performed using the Palin diethyl‐p‐
phenylenediamine (DPD) test method.  Test kits must be specifically designed for 
the particular contaminant.

F. All disinfectant monitoring shall be performed using the diethyl‐p‐phenylenediamine (DPD) 
titration test method. Monitoring of pH levels shall be performed using phenol red. 

Turnover Period 
for Wading Pools 
and Recirculating 
Spray Pads

915.C 914.C

C. Turnover Periods.

(1) The turnover period for wading pools and spray pools shall be two (2) hours 
or less.

(1) The turnover period for wading pools shall be one (1) hour or less. Wading pools 
constructed prior to the effective date of this Article are permitted to have a turnover period 
of 2 hours or less, and will only be required to come into compliance if major reconstruction 
is performed. 

(2) The turnover period for recirculating spray pads shall be thirty (30) minutes or less.

Fees 910 910

910.   LIFEGUARD FEES.

 The owner or operator of each facility in Allegheny County required to maintain 
lifeguards under this regulation shall annually pay a Lifeguard Registration Fee.  
All fees required by this Section shall be set forth in a schedule as determined by 
the Director upon annual consultation with the Board of Health

910.   INSPECTION FEES.

 The owner or operator of each facility in Allegheny County required to be inspected by the 
Department under this regulation shall annually pay an Inspection Fee.  All fees required by 
this Section shall be set forth in a schedule as determined by the Director and the Board of 
Health every three years.

Variance Provision N/A 930 N/A

930. VARIANCES. Any owner and/or operator of a bathing place may request a variance from 
the provisions of this Article from the Director. All requests must be in writing, state the 
reasons for the request, and provide evidence that the variance would pose no real or 
potential hazard to the health, safety, or welfare of the public or any individual.  
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